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1
Decision/action requested

This pCR introduces References Definitions Symbols and Abbreviations in the new TS 32.25x CP data transfer domain charging
2
References

[1]
3GPP TS 32.25x  "Telecommunication management; Charging management; Control Plane data transfer domain charging".

3
Rationale

New TS 32.25x for control Plane data transfer charging needs to be created.
4
Detailed proposal

It is proposed to approve the following changes to 3GPP TS 32.25x.
	First change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".

[2] - [9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[12] - [19]
Void.

[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".


[30] - [33]  
Void.
 


[34]
3GPP TS 32.274: "Telecommunication management; Charging management; Short Message Service (SMS) charging".

 



[39]
void.

 

[42] - [49]
Void.

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) parameter description".

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Record (CDR) file format and transfer".

 
[54]
3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".

[55] 
Void.

 
[57] - [99]
Void.

[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

 
[102] - [199]
Void

[200] - [206]
Void
[207]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[208] - [242]
Void
[243]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".
[244] - [299]
Void
[300] - [399]
Void.

[400]  
Void.
 

[403] - [499]
Void.
[500] - [599]
Void.

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [100], TS 32.240 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in either 3GPP TR 21.905 [100] or TS 32.240 [1].


3.2
Symbols

For the purposes of the present document, the following symbols apply:


Bcp
Reference point for the CDR file transfer from CP data transfer CGF to the BD.

Ga
Reference point for CDR transfer between a CDF and the CGF.

Rf
Offline charging reference point between a MME/SCEF/IWK-SCEF and the CDF.

S6t
Reference point between the SCEF and the HSS.

T6a
Reference point between the SCEF and the serving MME.

T6ai
Reference point between the IWK-SCEF and the serving MME.
T7
Reference point between the IWK-SCEF and the serving SCEF.



3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].



BD
Billing Domain

CDF
Charging Data Function



CGF
Charging Gateway Function
CIoT

Cellular Internet of Things

CP
Control Plane

CPCN
Control Plane data transfer Charging Node (MME, SCEF, IWK-SCEF)
CPDT
Control Plane Data Transfer
CTF
Charging Trigger Function

IE
Information Element


IWK-SCEF
Interworking SCEF






NE
Network Element
NIDD
Non-IP Data Delivery



SCEF
Service Capability Exposure Function





	End of change


