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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]

3
Rationale
The contribution is proposed to agree the CM management requirements.
4
Detailed proposal
	1st proposed change


5.4.2
CM use cases
5.4.2.x
Use case of adding a VNF as managed node
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To add a VNF as managed node after the completion of VNF instantiation. 
	

	Actors and Roles
	3GPP management system.

	

	Telecom resources
	3GPP management system.

NFV-MANO.
VNF.
	

	Assumptions
	NFV-MANO has already instantiated a VNF instance.
	

	Pre conditions
	N/A
	

	Begins when 
	Operator has decided to add the VNF instance as a managed node.
	

	Step 1 (M)
	3GPP management system creates the managed object and adds the VNF instance as a managed node.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The VNF instance has been managed by 3GPP management system and is ready for further configuration management (e.g., new or additional application-specific parameters configuration can happen).
	

	Traceability 
	REQ-NFV_CM_SYS-CON-2
	


5.4.2.y
Use case of configuring the VNF by 3GPP management system 
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To configure the VNF. 
	

	Actors and Roles
	3GPP management system.

	

	Telecom resources
	3GPP management system.

NFV-MANO.

VNF.
	

	Assumptions
	3GPP management system has added the VNF instance as a managed node.
	

	Pre conditions
	N/A
	

	Begins when 
	Operator has decided to configure the VNF instance.
	

	Step 1 (M)
	3GPP management system configures the VNF instance with application specific parameters.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The VNF instance and its neighbour nodes have been configured by 3GPP management system.
	

	Traceability 
	REQ-NFV_CM_SYS-CON-2
	


5.4.2.z
Use case of removing the VNF from managed nodes
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To remove the VNF from managed nodes. 
	

	Actors and Roles
	3GPP management system.

	

	Telecom resources
	3GPP management system.

NFV-MANO.

VNF.
	

	Assumptions
	
	

	Pre conditions
	3GPP services provided by the VNF instance have been released.

NFV-MANO has already terminated the VNF instance. 
	

	Begins when 
	Operator has decided to remove the VNF instance from managed nodes.
	

	Step 1 (M)
	3GPP management system removes the managed object of the VNF instance.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The VNF instance has been removed from managed nodes and its neighbour nodes have been re-configured by 3GPP management system.
	

	Traceability 
	REQ-NFV_CM_SYS-CON-2
	


	End of changes


