3GPP TSG SA WG5 (Telecom Management) Meeting #108
S5-164228
11-15 Jul 2016, Harbin (China)
revision of S5-164172
Source:
NTT DOCOMO
Title:
Clarifications on the description of NM and reference points in the Management Architecture
Document for:
Approval

Agenda Item:
6.4.1.1
1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.500 “Telecommunication management; Management concept, architecture and requirements for mobile networks that include virtualized network functions”.
3
Rationale

Some statements in clause 6 of [REF-A] need to be clarified:
· Clause 6.1.2.1: the statement that “NM is also responsible for the lifecycle management of ETSI-defined NS and VNF, which are related to mobile network, through interaction with NFV-MANO” is not strictly correct. It gives the impression that ETSI-defined NS and VNF is now responsibility of NM. However, the lifecycle management responsibility of NS and VNF is performed by ETSI-defined NFV-MANO functional blocks.
· Clause 6.2.3: the listing of capabilities provided over the Os-Ma-nfvo can be extended and clarified. We have multiple use cases and requirements related to query of information, NSD management and VNF Package management.

· Clause 6.2.4: the list of capabilities provided over the Ve-Vnfm-em and Ve-Vnfm-vnf reference points needs further refinement. The present listing, despite not being exhaustive, is confusing.

4
Detailed proposal

It is proposed to make the following changes to TS 28.500.
	1st modified section


6.1.2.1 NM
NM plays one of the roles of OSS/BSS. It provides the functions for the management of mobile network which includes virtualized network functions. The NM supports FCAPS management functions of the mobile network (e.g., IMS, EPC) and 3GPP service (e.g., data service, voice service) and supports the management of mobile network lifecycle. NM initiates the lifecycle management of ETSI-defined NS and VNF, which are related to mobile network, through interaction with NFV-MANO.

Editor’s note: The paragraph above needs to be reconsidered if ETSI ISG NFV modifies (e.g., clarifies) the definitions of NS and VNF. 
	2nd modified section


6.2  
Management Interfaces

6.2.1 
Overview
The following clauses describe the high level functionalities of the Itf-N interface, the Os-Ma-nfvo, Ve-Vnfm-em and Ve-Vnfm-vnf reference points from 3GPP perspective. 
6.2.2
Itf-N 
The interface is used for FCAPS exchanges between NM and EM/DM, which includes both VNF and physical NE FCAPS management functions.

6.2.3
Os-Ma-nfvo
This reference point is used for NS lifecycle management, NS performance management, NS fault management, , NSD management and VNF Package management produced by NFVO as defined by ETSI GS NFV-IFA 013[9].
6.2.4
Ve-Vnfm-em and Ve-Vnfm-vnf
These reference points are mainly used for VNF lifecycle management, the information delivery of VNF and VR failure or performance measurement information and virtualization configuration etc.
	End of modified sections


