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Decision/action requested

The group is requested to approve proposed modifications.
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References

[1]
3GPP TS 28.525 "Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements"
3
Rationale

The current version of 3GPP TS 28.525[1] has missed use case for NS querying and NS instance termination 
4
Detailed proposal

Add use case for NS querying and NS instance termination in 6.4.
	1st Modified Section


6.4.X Use case for NS querying
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable NM to obtain information on one or more NS(s)
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, NFVO.
	

	Assumptions
	NS querying is triggered by the NM.
	

	Pre-conditions
	One or more NS(s) exist.
NFVO is running.

NM is operational
	

	Begins when 
	NM determines to query one or more NS(s).
	

	Step 1 ( M)
	NM sends a request to the NFVO to query one or more NS(s) with queryFilter specifying identifiers and attributeSelector providing a list of attribute names of NS.
	

	Step 2 (M)
	NFVO processes the request. 
	

	Step 3 (M)
	NFVO send to the NM the result of the operation.
	

	Exceptions
	
	

	Post-conditions
	The NM possesses up-to-date information of the NS(s)
	

	Traceability
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-7
	


	Next Modified Section


6.4.X Use case for NS instance termination

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable NM to terminate a NS instance
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, NFVO.
	

	Assumptions
	NS termination is triggered by the NM.
	

	Pre-conditions
	NS instance(s) exist.. 
NFVO is running.

NM is operational
	

	Begins when 
	NM determines to terminate a NS.
	

	Step 1 ( M)
	NM sends a request to the NFVO to terminate a NS.
	

	Step 2 (M)
	NFVO terminates the NS and all those VNF instances associated only with the NS instance
	

	Step 3 (M)
	NFVO sends to the NM the result of the operation.
	

	
	
	

	Exceptions
	
	

	Post-conditions
	In case of success, the NS has been terminated and all those VNF instances associated only with the NS instance have been terminated. 
	

	Traceability
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-6
	


	End of modifications
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