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1
Decision/action requested

Add this use case to TS 28.301 LSA controller (LC) Integration Reference Point (IRP) Requirements 
2
Rationale

This new use case describes the steps that need to be performed when the LC loses connectivity with the LR.
In such case, since it is not possible to know if the incumbent is using LSA spectrum resource, the cells should be reconfigured according to the LC fall back measures agreed with the incumbent.
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4
Detailed proposal

	1st Modified Section


6.4
Use cases

6.4.4
Loss of connectivity with the LR

	Use case stage
	Evolution/Specification
	<<Uses>>
Related

 use

	Goal 
	To provide the NM with default constraints on parameters of cells operating on LSA frequencies, following a loss of connectivity with the LR.

The LC has received a confirmation from the NM that the the necessary configuration changes have been applied.

	

	Actors and Roles
	The function in the LC providing constraints on parameters of cells operating on LSA frequencies to the NM.
The function in the NM providing a confirmation that the constraints are satisfied.

	

	Telecom resources
	NM, LC
	

	Assumptions
	The LC has the functionality to convert LSRAI to constraints on some parameters of cells operating on LSA frequencies and to inform the NM about changes on those constraints.
The LC has been configured with a fall-back measure (such as one of the measures described in Annex D of [3]), to execute in case of loss of connectivity with the LR.


	

	Pre-conditions
	The NM has access to the list of cells operating on LSA frequencies.

The LC is configured with default LSA spectrum resource availabity information, intended to be used when connectivity is lost with the LR.
 
	

	Begins when 
	The LC loses connectivity with the LR.


	

	Step 1 (M)
	The LC computes the default constraints on parameters of cells operating on LSA frequencies, according to the fall-back measure configured at the LC.


	

	Step 2 (M)
	The LC provides the NM with the new constraints on parameters. 


	

	Step 3 (M)
	The NM reconfigures cells operating on LSA frequencies, if necessary.


	

	Step 4 (M)
	The NM confirms to the LC that the necessary configuration changes have been applied.



	

	Ends when
	The LC has received a confirmation from the NM that the necessary configuration changes have been applied.



	

	Exceptions
	The configuration of the affected cells is not successful.

	

	Post-conditions
	The NM is able to use LSA spectrum resources according to the updates provided by the LC.


	

	Traceability
	REQ-LSA_FUN-001
	


	End of Modifications



