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1
Decision/action requested

The group is asked to discuss and agree on the procedures.
2
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3
Rationale

This contribution proposed two procedures – 1) MOI(s) creation to trigger VNF instantiation, 2) VNF instantiation to trigger MOI(s) creation for TS 28.511 [1]. These two procedures are based on scenario 2 and scenario 4, described in clause 6.4.1.1 TS 28.510 [2], respectively. 
4
Detailed proposal
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Configuration Management procedures

4.1
Introduction
















4.x
 VNF instantiation to trigger MOI(s) creation
This procedure shows that when EM receives the notification of VNF instantiation from VNFM, EM can trigger the MOI(s) creation. It is assumed that EM has subscribed to receive the VNF lifecycle change notification from VNFM.
1.
VNFM sends a Notify (see clause 7.5.3 [i]), carrying VnfLifecycleChangeNotification information element to EM with attributes vnfInstanceId, status = “result”, operation = “instantiation”, lifeycleOperationOccurrenceId, affectedVnfc, affectedVl, and affectedVirtualStorage (see clause 9.5.2 [i]).
2.
EM detects that a VNF instance has been instantiated after checking attributes status and operation, and creates MOI(s) for the subject VNF instance.


3.
EM sends a notifyObjectCreation [j] to NM to indicate the completion of the MOI(s) creation.
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Figure 4.x VNF instantiation triggers MOI(s) creation
	End of Modified Section


EM
NM
9. Notification of MOI(s) creation
VNFM
1. createMO
8. Create and configure MOI(s)
2. CreateVnfRequest
3. CreateVnfResponse
4. InstantiateVnfRequest
7. Notify
6. Notify
5. InstantiateVnfResponse



EM
NM
3. notifyObjectCreation
VNFM
2. Create MOI(s) for the subject VNF
1. Notify



EM
NM
4. Notification of MOI(s) creation
VNFM
2. Decide to create MOI(s)
1. Notify
3. Create and configure MOI(s)



