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1
Decision/action requested

The group is asked to discuss and agree on the proposed text.
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Rationale

In the SA5 #108 meeting, an action item [1] was created to identify and change the terminologies in draft TS that are related to legacy PM data.
This contribution proposes to change the legacy PM data” to “VNF PM data related to application” for for TS 28.520 [2]. 
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Detailed proposal
	1st Modified Section


4.2
Performance measurement data collection methods

Figure 4.2-1 shows the PM data collection methods for virtualized networks.

When it is necessary to collect the PM data (i.e. PM data related to 3GPP Network Function and VNF PM data related to VR), NM needs to create a PM collection task at EM. So EM knows the measurement types, the measured resources, the recording periods and collection times wanted (see TS 32.401 [2]).
For PM data related to 3GPP Network Function collection, EM will request VNF(s) to collect the VNF PM data as specified by NM.

For VNF PM data related to VR collection, EM will create a PM collection task at VNFM, based on the information provided by NM, so VNFM knows the measurement types, the measured resources , the recording periods, and collection times wanted. Then, VNFM will create a PM collection task at VIM, based on the information provided by EM (see clause 7.7.2 [8]). VIM will request NFVI to collect the VR PM data as specified by VNFM.
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5.3
Telecommunications resources
5.4
High-level use cases
5.4.1
Use case for collection of performance data related to 3GPP Network Function
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	3GPP management system (NM) collects performance data related to 3GPP Network Function. 
	

	Actors and Roles
	3GPP management system (NM)
	

	Telecom resources
	3GPP management system (EM), VNF
	

	Assumptions
	N/A
	

	Pre-conditions
	The VNF has been instantiated and in operation. The collection mechanism for 
performance data related to 3GPP Network Function (including KPIs) has been established at 3GPP management system (EM).
	

	Begins when 
	None.
	

	Step 1 (M)
	3GPP management system (NM) gets VNF PM data related to 3GPP Network Function.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed.
	

	Exceptions
	None.
	

	Post-conditions
	3GPP management system (NM) has the performance data desired.
	

	Traceability 
	REQ- NFV_PM-CON-1, REQ- NFV_PM-CON-2, REQ- NFV_PM-CON-3
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