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2
References

[1] 3GPP TS 28.525 V0.6.1 (2016-08) Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements

[2] GS NFV-IFA013 V0.9.4 (2016-08) Network Function Virtualization (NFV); Management and Orchestration; Os-Ma-nfvo Reference Point - Interface and Information Model Specification
3
Rationale

It is proposed to add a Use Case on the Abort VNF Package deletion operation based on ‎[2], clause 7.7.12.
4
Detailed proposal

	1st modified section


6.4
Use cases

6.4.X
Use case for Abort VNF Package deletion operation
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Abort VNF Package deletion.
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, NFVO.
	

	Assumptions
	Deletion of the VNF Package was earlier triggered by the NM when the VNF Package was in use.
	

	Pre-conditions
	A VNF Package is in “Deletion Pending” state defined in [6], Annex D. 
	

	Begins when 
	When the VNF Package is in use, the NM layer determines the need for abort of the deletion of the VNF Package e.g. because of expected further use of the package.
	

	Step 1 (M)
	NM sends a request to the NFVO to abort deletion of the VNF package as specified in [6], clause 7.7.12.
	

	Step 2 (M)
	NFVO processes the request and moves the VNF Package to the “Disabled, In use” state. 
	

	Step 3 (M)
	NFVO sends a response message to the NM. 
	

	Exceptions
	
	

	Post-conditions
	The VNF Package deletion is aborted and the VNF Package is in the “Disabled, In use” state.
	

	Traceability
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