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Rationale

The first proposed change clarifies meaning of “as soon as possible” in the following statement in the section of 4.1.2.2 [1]:
The SP-Cells need to be manageable by NM and EM as soon as possible after they are split from the SO-Cell.

The second proposed change provides claritication of the requirement REQ-OAM_AAS_CeSp-CON-6 and derives additional requirement from the above statement. 
4
Detailed proposal

	1st modified section


4.1.2.2
Management of SP-Cells

The SP-Cells need to be manageable by NM and EM as soon as possible after they are split from the SO-Cell, for the following reason:

·    the coverage and capacity of each SP-Cell needs to be known by other SON functions (e.g., ANR, MRO and CCO) affecting the parameters about neighbour relations;

·    allowing signalling based MDT, since the id and geographical information of each SP-Cell are needed to locate UEs;

·    Allowing Cell traffic trace and/or area based MDT to the SP-Cells;

·    Allowing Performance Management (PM) of the SP-Cells;

·    Allowing Fault Management (FM) of the SP-Cells; 

·    Allowing Configuration Management (CM) of the SP-Cells when necessary.

The SP-Cell, once split from the SO-Cell, needs to be made known to NM and EM as soon as possible, before the next split, merge or shaping operation is applied to the SO-Cell or to the SP-Cells derived from the SO-Cell or to their neighbors.

The id of the SP-Cell needs to be manageable to avoid conflict and confusion.

	2nd modified section


REQ-OAM_AAS_CeSp-CON-6 The EM should be able to notify NM about creation of SP-Cell as soon as possible after it is split from the SO-Cell.
REQ-OAM_AAS_CeSp-CON-X The EM should enable CM, PM and FM access to the newly created SP-Cell as soon as possible after it is split from the SO-Cell.
	End of modified sections


