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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
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S5-166210 pCR TR Uplift a Network Slice Instance
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S5-166211 pCR TR Prepare introduction of new feature in a network slice instance
3
Rationale

Network slice instance lifecycle typically includes an instantiation, configuration and activation phase, a run-time phase and a decommissioning phase. During the network slice instance lifecycle the operator needs to manage the network slice instance. See TR 28.801 [1].
A network slice instance is a network level entity and is life cycle managed from the NM. The network slice subnet instance can be a network level entity managed from the NM or can be a domain level entity managed from the DM. 

For a network slice that depends on network slice subnet(s) the NM controls the lifecycle of the network slice subnet(s). When the operator creates and manages a network slice instance, the operator will also have to create and manage network slice subnet instances. The life cycle management use cases and requirements are therefore the same for the network slice and for the network slice subnet.
The use cases presented in the contributions listed below, show the need for the operator to life cycle manage the network slice subnet instances.

· S5-166208 Monitor Performance of a Network Slice Instance 
· S5-166209 Supervise a Network Slice Instance

· S5-166210 Uplift a Network Slice Instance

· S5-166211 Prepare introduction of new feature in a network slice instance
This contribution proposes to add the general requirements for network slice subnet lifecycle management.
4
Detailed proposal

It is proposed to make the following changes to TR 28.801 [1].

	Start of changes


6
Potential Requirements
6.X
Requirements for network slice subnet lifecycle management
REQ-SSN_LCM-CON-1
The operator should be able to manage the network slice subnet instance lifecycle.

REQ-SSN_LCM-CON-2
The operator should be able to instantiate a network slice subnet instances 

REQ-SSN_LCM-CON-3
The operator should be able to configure a network slice subnet instances 

REQ-SSN_LCM-CON-4
The operator should be able to activate a network slice subnet instances 

REQ-SSN_LCM-CON-5
The operator should be able to supervise a network slice subnet instances

REQ-SSN_LCM-CON-6
The operator should be able to modify network slice subnet instances

REQ-SSN_LCM-CON-7
The operator should be able to de-activate network slice subnet instances

REQ-SSN_LCM-CON-8
The operator should be able to terminate network slice subnet instances

	End of changes


