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5.2.2.3.x Message flow for ProSe one-to-one Direct Communication when the UE is under coverage (session based)

[image: image1.emf]UE1 ProSe Function UE2

4. Reporting criteria 

met

5. Usage information reporting

HPLMN

CDF

6. Charging Data 

Request[Start]

7. Open PF-DC-CDR

8 Charging Data Response

10. Usage information reporting

11. Charging Data 

Request[Interim]

12. Update PF-DC-CDR

13 Charging Data Response

16. Usage information reporting

17. Charging Data 

Request[Stop]

18. Close PF-DC-CDR

19. Charging Data Response

9. Reporting criteria 

met

1. Direct Communication Req.

3. One-to-one direct traffic

2. Authentication and establish 

the security association 

14. Disconnect Req.

15. Disconnect Resp.


Figure 5.2.2.3.x.1: Offline Charging for ProSe one-to-one Direct Communication (under coverage)

Figure 5.2.2.3.x.1 depictes the message flow for session based charging for ProSe one-to-one Direct Communication. More details and the completed message flow for ProSe one-to-one Direct Commnication are defined in TS 23.303[238] clause 5.4.5.

1-3. These steps is the same with offline charging for ProSe one-to-one Direct Communication in figure 5.2.2.3.a.1.
4.
When the UE decides that reporting criteria are met, according to the configuration, and the connection to the ProSe Function is available, the UE triggers the usage reporting procedure. 
NOTE 1: Both UE-1 and UE-2 can decides that reporting criteria are met and triggers the usage reporting procedure.5.
UE sends the usage information report to the ProSe Function, according to the configuration. 

6.
If the ProSe Function is configured to use session based charging, upon reception of one-to-one direct communication usage information report, the ProSe Function triggers the Charging Data Request[Start] when there is no open charging session for the session of one-to-one direct communication. The ProSe Function sends the Charging Data Request[Start] to the corresponding CDF, and starts a charging session.

7. 
The ProSe one-to-one Direct Communication for Public Safety use CDR (PF-DC-CDR) is generated and opened by CDF for the UE. 
8. 
The CDF returns Charging Data Response corresponding to the received Charging Data Request.
9.
UE triggers the usage reporting procedure when the reporting criteria are met.
10.
UE sends the usage information report to the ProSe Function.

11.
If there is a charging session for the session of one-to-one direct communication, upon reception of direct communication usage information report for the session, the ProSe Function triggers the Charging Data Request[Interim]. The ProSe Function sends the Charging Data Request[Interim] to the corresponding CDF.

12.
The ProSe one-to-one Direct Communication for Public Safety use CDR (PF-DC-CDR) is updated by CDF for the UE. 
13.
The CDF returns Charging Data Response corresponding to the received Charging Data Request.
NOTE 2: The Step 11 to 13 may happen multiple times for update. 

14. Upon reception of the Disconnect Request message UE2 responds with a Disconnect Response message and deletes all context data associated with the layer-2 link.

15.
Upon reception of the Disconnetct Response from UE-2, the UE-1 triggers the usage reporting procedure.UE1 sends the usage information report to the ProSe Function, 

16.  UE sends the usage information report to the ProSe Function.
NOTE 3: The Step 16 may happen before step 14 and step 15. 
17.
The ProSe Function decides that the charging session should be closed, and triggers the Charging Data Request[Stop]. The ProSe Function sends the Charging Data Request[Stop] to the corresponding CDF.

18.
The ProSe one-to-one Direct Communication for Public Safety use CDR (PF-DC-CDR) is closed by CDF for the UE. 
     19.
The CDF returns Charging Data Response corresponding to the received Charging Data Request.
	Next change


5.2.2.3.y Message flow for ProSe one-to-one Direct Communication when the UE is out of coverage (session based)
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Figure 5.2.2.3.y.1: Offline Charging for ProSe one-to-one Direct Communication (out of coverage)
1-3. These steps are the same with stpes 1-3 in offline charging for ProSe one-to-one Direct Communication in figure 5.2.2.3.a.1.
4.-6. These steps are the same with the steps 6-8 in offline charging for ProSe one-to-one Direct Communication in figure 5.2.2.3.c.1.

NOTE 1: Both UE-1 and UE-2 can decides that reporting criteria, stores the usage information and trigger the reporting when out of coverage.
7-20. These steps are the same with the steps 5-8(Charging Data Request[Start] and Response), steps 10-13(Charging Data Request[Interim] and Response), steps 14-15(Disconnect procedure), step 16-19(Charging Data Request[Stop] and Response) in offline charging for ProSe one-to-one Direct Communication in figure 5.2.2.3.c.1.
NOTE 2: The Step 17 may happen before step 15 and step 16.
	Next change















	End of change
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