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1
Decision/action requested

Agree to the proposed modification.
2
References

[1]
3GPP TS 28.510 “Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements“ 

[2]
S5-164294
3
Rationale

 There is a specification level requirement in TS 28.510:
“REQ-NFV_CM_Itf-N-FUN-8 NM shall have a capability retrieving views of virtualized NEs from various management systems (e.g. EM, NFVO).”
This requirement is related with more than one reference point, so it is not appropriate to put it under the Itf-N requirements, it is better to treat it as a business level requirement. So, this contribution proposes to move this requirement and the related use case to business level.

4
Detailed proposal

	1st modified section


6.1.1
Requirements for Itf-N
REQ-NFV_CM_Itf-N-FUN-1 The IRPAgent shall support the capability allowing IRPManager to manage the mobile networks that include virtualized network functions.

REQ-NFV_CM_Itf-N-FUN-2 The IRPAgent shall support the capability allowing IRPManager to differentiate the virtualized and non-virtualized network functions.

REQ-NFV_CM_Itf-N-FUN-3 IRPAgent shall support the capability to allow IRPManager to create the MOI(s) corresponding to a VNF instance (application part) and configure the attribute(s) of the MOI(s).
REQ-NFV_CM_Itf-N-FUN-4 IRPAgent shall support the capability to notify IRPManager of the completion of the MOI(s) creation and configuration.
REQ-NFV_CM_Itf-N-FUN-5 IRPAgent shall support the capability to allow IRPManager to delete the MOI(s) corresponding to a VNF instance (application part).

REQ-NFV_CM_Itf-N-FUN-6 IRPAgent shall support the capability to allow IRPManager to update the Managed Object instance(s) corresponding to a VNF instance (application part).

REQ-NFV_CM_Itf-N-FUN-7 IRPAgent shall support the capability to notify IRPManager the change of the Managed Object instance(s) corresponding to a VNF instance (application part).

REQ-NFV_CM_Itf-N-FUN-8 Void
REQ-NFV_CM_Itf-N-FUN-9 IRPAgent shall support the capability to allow IRPManager to create the MOI(s) triggering VNF instantiation.
	Next modified section


6.4.8
Void
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	

	

	
	

	

	
	
	

	
	
	

	
	
	

	
	
	


	Next modified section


5.1
Requirements

… …
REQ-NFV_CM-CON-X
NM shall have a capability retrieving views of virtualized NEs from various management systems (e.g. EM, NFVO).
	Next modified section


5.4
High-level use cases

… …
5.4.Y
Retrieve virtualized NE information by NM

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	NM updates its view of its managed virtualized NEs.
	

	Actors and Roles
	NM 
	

	Telecom resources
	EM, NFVO.
	

	Assumptions
	None
	

	Pre-conditions
	None
	

	Begins when 
	NM determines a need to update its view of its managed VNFs.
	

	Step 1 (M)
	NM requests NFVO to provide information of VNFs (see clause 7.3.6 in ETSI GS NFV-IFA 013 [7].

NM requests EM to provide information of virtualized NEs. This information is VNF application-specific.
	

	Step 2 (M)
	NFVO responds with the information requested. NM updates its view of its managed virtualized NE,

EM responds to NM with the information requested. 
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	NM has the information to update its view of its managed virtualized NEs.
	

	Traceability
	REQ-NFV_CM-CON-X, 
	


	End of modified sections


