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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.510 “Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements”.
3
Rationale

The TS 28.510 draft [REF-A] contains a use case on retrieving VNF instance information by NM through NFVO as part of the NS query (see clause 6.4.7 in [REF-A]), as well as corresponding requirements:
REQ-NFV_CM-CON-5
The NFVO shall have a capability to allow NM to query information about a VNF instance as part of NS querying (see requirement Nfvo.VnfLcm.006 in ETSI GS NFV-IFA 010 [6] and Os-Ma-nfvo.NsLcm.015 in ETSI GS NFV-IFA 013 [7]).
REQ-NFV_CM_Os-Ma-nfvo-FUN-1

The Os-Ma-nfvo reference point shall support a capability allowing NM to retrieve information about a VNF instance as part of NS querying (see requirement Os-Ma-nfvo.NsLcm.015 in ETSI GS NFV-IFA 013 [7]).

Editor’s Note: the details of the information about a VNF instance will be revisited once the "resource model" of VNF is clarified.
The present contribution proposes the procedure according to the use case and requirements.

4
Detailed proposal

It is proposed to make the following changes to TS 28.511.
	1st modified section
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	2nd modified section


4.x
Query VNF instance information through Os-Ma-nfvo as part of NS querying
Figure 4.x-1 depicts the procedure of querying VNF instance information as part of NS querying through the Os-Ma-nfvo reference point (see clause 7.3.4 [x]). 

1.  NM sends to NFVO a QueryNsRequest with parameters filter and attributeSelector used to filter the VNF instance(s) and select the information attributes that are requested to be returned (see clause 7.3.6.2 [x]).

2.
NFVO sends to NM a QueryNsResponse with parameter queryNsResult providing the information corresponding to the attributes that are selected on the VNF instance(s) part of the NS matching the input filter (see clause 7.3.6.3 [x]).


[image: image1]
Figure 4.x-1: Query VNF instance information through Os-Ma-nfvo as part of NS querying
	End of modified sections
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