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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.515 “Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Requirements”.
3
Rationale

The TS 28.515 draft [REF-A] contains a use case on VNF healing through operation request to VNFM by EM (see clause 6.4.2 in [REF-A]), as well as corresponding requirements:
REQ-NFV_FM-CON-5
EM shall be able to send to VNFM a request to recover the faulty virtualization-specific aspect of a virtualized network function.

REQ-NFV_FM_Ve-Vnfm-em-FUN-3
The Ve-Vnfm-em reference point shall support the EM to send to VNFM a request to execute the VNF Healing of a virtualized network function indicating the corresponding healing procedure and VNFC instance(s).
The present contribution proposes the procedure according to the use case and requirement.

4
Detailed proposal

It is proposed to make the following changes to TS 28.516.
	1st modified section


4.4
VNF Healing with operation request to VNFM by EM through Ve-Vnfm-em
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Figure 4.4-1: Procedure of VNF Healing through operation request to VNFM by EM 
1)
EM determines to initiate a healing procedure to recover the faulty virtualization-specific aspects of the VNF.

2)
EM sends to VNFM a HealVnfRequestwith input parameters vnfInstanceId, vnfcInstanceId, cause, additionalParam, and healScript to heal the VNF instance (see clause 7.2.10.2 of [3]).
3)
VNFM sends to EM a HealVnfResponse acknowledging the request with parameter lifecycleOperationOccurrenceId providing the identifier of the VNF lifecycle operation occurrence (see clause 7.2.10.3 [3]).

4)
VNFM sends to EM a Notify (see clause 7.3.3 [3]) carrying a VnfLifecycleChangeNotification information element with attributes vnfInstanceId, lifecycleOperationOccurrenceId, operation = “HealVnf”, and status = “start” to indicate the start of the VNF healing execution (see clause 9.5.2.3 [3]).

5)
VNFM executes the healing, see clause 7.2.10 of [3].

6)
VNFM sends to EM a Notify (see clause 7.3.3 [3]) carrying a VnfLifecycleChangeNotification information element, with attributes vnfInstanceId, lifecycleOperationOccurrenceId, operation = “HealVnf”, notificationType = “result” to indicate the end and the result of the VNF healing execution. Depending on the result, additional parameters affectedVnfc, affectedVirtualLink, and affectedVirtualStorage provide information about the VNFC, VL and virtualised storage resources affected during the lifecycle operation (see clauses 9.5.2.3 [3]).
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