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1
Decision/action requested

Agree to add the proposed text.
2
References

[1]
3GPP TS 28.512 “Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 2 “ 
3
Rationale

 This contribution proposes the description about interface definition.  
4
Detailed proposal

	1st modified section


2
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3GPP TS 28.510: “Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements“ 
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GS NFV-IFA008 V2.1.1"Network Function Virtualization (NFV); Management and Orchestration; Ve-Vnfm Reference Point - Interface and Information Model Specification".
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GS NFV-IFA013 V2.1.1 "Network Function Virtualization (NFV); Management and Orchestration; Os-Ma-nfvo Reference Point - Interface and Information Model Specification".
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5.2
CM interface over Os-Ma-nfvo

For the requirement REQ-NFV_CM_Os-Ma-nfvo-FUN-1 specified in 3GPP TS 28.510 [a], the Query NS operation specified in clause 7.3.6 of ETSI GS NFV-IFA 013 [c] shall be used.
For the requirements REQ-NFV_CM_Os-Ma-nfvo-FUN-2, REQ-NFV_CM_Os-Ma-nfvo-FUN-3 specified in 3GPP TS 28.510 [a], the Update NS operation specified in clause 7.3.5 of ETSI GS NFV-IFA 013 [c] shall be used.
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5.3
CM interface over Ve-Vnfm-em

For the requirement REQ-NFV_CM_Ve-Vnfm-em-FUN-1specified in 3GPP TS 28.510 [a], the Query VNF operation specified in clause 7.2.9 of ETSI GS NFV-IFA 008 [b] shall be used.
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