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[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".

[2] - [9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11] - [19]
Void.

[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".

[21] - [29]
Void.
[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".

[31] - [49]
Void

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) encoding rules description".

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Record (CDR) file format and transfer".

[53]
3GPP TS 32.296: "Telecommunication management; Charging management; Online Charging System (OCS) applications and interfaces".
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3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".

[55] - [99]
Void.

[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101] 



3GPP TS 22.115: "Service aspects; Charging and billing".
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[200]
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[201]
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[202]
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[203]
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[204]
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[402]
IETF RFC 4006 (2005): "Diameter Credit-Control Application".
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6.2.1.2
Debit  / Reserve Units Response message

Table 6.2.1.2.1 illustrates the basic structure of a Debit  / Reserve Units Response message as used for LCS charging. This message is always used by the OCS as specified below, independent of the receiving GMLC and the Debit / Reserve Units Request type that is being replied to.

Table 6.2.1.2.1: Debit  / Reserve Units Response message contents for LCS
	AVP
	Category
	Description

	Session Identifier
	M
	Described in TS 32.299 [50]

	Operation Result
	M
	Described in TS 32.299 [50]

	Originator Host
	M
	Described in TS 32.299 [50]

	Originator Domain
	M
	Described in TS 32.299 [50]

	Operation Identifier
	M
	Described in TS 32.299 [50]

	Operation Type
	M
	Described in TS 32.299 [50]

	Operation Number
	M
	Described in TS 32.299 [50]

	User-Name
	Oc
	Described in TS 32.299 [50]

	Origin-State-Id
	Oc
	Described in TS 32.299 [50]

	Event-Timestamp
	Oc
	Described in TS 32.299 [50]

	Operation Failover
	Oc
	Described in TS 32.299 [50]

	Multiple Unit Operation
	Oc
	Described in TS 32.299 [50]

	Operation Failure Action
	Oc
	Described in TS 32.299 [50]

	Operation Event Failure Action
	Oc
	Described in TS 32.299 [50]

	Redirection Host
	Oc
	Described in TS 32.299 [50]

	Redirection Host Usage
	Oc
	Described in TS 32.299 [50]

	Redirection Cache Time
	Oc
	Described in TS 32.299 [50]

	Service Information
	OC
	This field holds additional 3GPP service specific parameter. It is further described in the table below
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Annex A (informative):
(Void)
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