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1	Decision/action requested
The group is asked to discuss and approve the contribution.
2	References
[1]	3GPP TR 28.801: "Study on management and orchestration of network slicing for next generation network v0.3.0".
3	Rationale
This contribution proposes text for use case and requirements for Monitor Performance of a Network Slice Instance.

4	Detailed proposal
It is proposed to make the following changes to TR 28.801[1].

	Start of changes


[bookmark: _Toc461438993]5	Use Cases
[bookmark: _Toc461438994]5.x        Monitor the performance of a network slice instance
5.x.1       Pre-conditions
The operator wants to understand the performance of the network slice to ensure SLA compliance. The network slice is instantiated and configured by the network slice management function  so that the appropriate performance data is generated. 
The network slice management function knows which network slice Subnet instances are associated with each network slice instance A network slice subnet instance can be associated with multiple network slice instances.
5.x.2       Description
The network slice management function  creates a performance management job for the network functions in each network slice subnet instance to collect performance data of a network slice instance. Performance data of the network slice instance may include traffic load data of the whole network slice instance, service performance data provided by the network slice instance. Traffic load data of a network slice instance indicates the level of both the total user traffic and the signalling traffic within a network slice instance. The service performance data includes the total user traffic, the signalling traffic and QoS data corresponding to a particular service instance. QoS data of services can indicate whether the network slice instance delivers services at expected QoS level.
The network slice management function decides to create measurement jobs on network functions in network slice subnet instances. Measurement jobs includes measurement parameters, scheduling information and an indication for pointing out the network slice instance for which performance data needs to be collected. The data is collected and provided to the network slice management function by the network slice subnet instances.
A network slice subnet instance can be dedicated to a network slice instance or can be shared by multiple network slice instances.


a) In case of a dedicated network slice subnet instance all performance data from the network slice subnet is identified  per network slice instance that is using that network slice subnet instance. The data may be collected for different QoS levels or for different service instances included in the network slice instance as per the request from the network management function. 
b) In case of a shared network slice subnet instance the performance data is segregated per network slice instance that is using that shared network slice subnet instance. The data may be collected for different QoS levels, for different service instances or for different slice instance level as per the request from the network management function.

5.x.3       Post-conditions
The network slice management function has the performance data of all network slice subnet instances that are associated with the network slice instance. 

Editor’s note: Which function block the network slice management function belongs to is FFS

	Next change


[bookmark: _Toc461439014]6	Potential Requirements

6.y        Monitor Performance related requirements

REQ-NWS_PM-CON-01	The network slice management function  shall support creation and management of measurement jobs for the network functions in a network slice subnet.

REQ-NWS-PM-CON-03	The network slice management function shall support a method to indicate the  network slice instance being measured when creating and managing measurement jobs for the network functions.

REQ-NWS_PM-CON-04	The network slice management function shall support reception and handling of the performance measurement data from network slice instances 
REQ-NWS_PM-CON-05	The network slice management function  shall provide a method for monitoring and collection of performance measurement data from the network slice subnet instance aggregated per QoS level, aggregated per service supported by the network slice instance and aggregated per network slice instances. 




	End of changes





