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1
Decision/action requested

Agree the proposed changes in the draft TR.
2
References

[1]
Draft TS 28.801 Study on management and orchestration of network slicing for next generation network v0.3.0
3
Rationale

Discuss and agree to include proposed text.
4
Detailed proposal

It is proposed to include the following revision-marked text in TR 28.801 [1].
	First modification


4.2
Network slice concepts

Some of the concepts of a network slice are: 

· A network slice instance may be fully or partly, logically and/or physically, isolated from another network slice instance. 

· The resources comprises of physical and logical resources. 

· The Network Slice Instance is defined by a Network Slice Template. 

· Instance-specific policies and configurations are required when creating a Network Slice Instance. 

· Network characteristics examples are ultra-low-latency, ultra-reliability etc.

Editor’s note: the relation between NST and NSI expressed in the 3rd bullet is FFS

Information model attached to network slices:

Assumption No. 1: a communication service may be served by one or more network slice instances, possibly of different network slice types.

Assumption No. 2: A network slice instance may serve one or more communication services.

Assumption No. 3: A network slice instance may be composed of (smaller) network slice instances.

Assumption No. 4: A network slice instance may be composed of (groups of / sub-networks of) Physical Network Functions and/or Virtualized Network Functions, from the radio access network or the mobile core network.

Assumption No. 5: (Groups of) Physical Network Functions and Virtualized Network Functions may belong to one or more network slice instances.

Assumption No. 6: Virtualized Network Functions are deployed on top of virtualized resources.

Assumption No. 7: A network slice offer specification may be comprised of the following network slice properties: QoS, latency, reliability, privacy, charging capabilities, resources location, etc.

Note: whether UEs can be part of a network slice instance is FFS.
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Figure 4.2-1: Network Slice related information model.
	End of modifications
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