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Decision/action requested

Add the proposed content to TS 28.520.
2
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3
Rationale

In ETSI NFV(16)0000245 [1], ETSI NFV ISG IFA provides responses to SA5’s comment (see Proposal #4 below) about the request to add performance alarm requirements. IFA’s response suggests SA5 to use the threshold crossing notification. Therefore, this pCR provides changes to use case required to align with IFA’s response in [2]. 
Proposal #4: 3GPP SA5 asks IFA WG of ETSI ISG NFV to consider adding the performance alarm requirement and function in GS NFV-IFA008.
ETSI NFV IFA WG’s response: When a threshold is crossed, a ThresholdCrossedNotification is generated, but this notification is not an Alarm. ETSI NFV IFA WG asks 3GPP SA5 if the ThresholdCrossedNotification can be considered as sufficient to fulfil the requirement.
4
Detailed proposal
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6
Specification level requirements

6.1
Requirements

6.1.3
Requirements for Ve-Vnfm-em
REQ- NFV_PM_Ve-Vnfm-em -FUN-1
The Ve-Vnfm-em reference point shall have the capability allowing VNFM to receive request to collect the VNF performance measurement related VR identified with the VNF/VNFC identifier (see Ve-Vnfm-em.VnfPm.01 in clause 5.2.1.6 in [10]).

REQ- NFV_PM_Ve-Vnfm-em -FUN-2
The Ve-Vnfm-em reference point shall have the capability allowing VNFM to send the VNF related PM data with the VNF/VNFC identifier (see Ve-Vnfm-em.VnfPm.01 in clause 5.2.1.6 in [10]).

REQ-NFV_PM_Ve-Vnfm-em-FUN-3
Void.
REQ-NFV_PM_Ve-Vnfm-em-FUN-4
The Ve-Vnfm-em reference point shall have the capability allowing EM to create a PM job to collect the VNF performance measurements related to VR (see Ve-Vnfm-em.VnfPm.02 in [10]).
REQ-NFV_PM_Ve-Vnfm-em-FUN-5
The Ve-Vnfm-em reference point shall have the capability allowing EM to delete one or more PM job(s) (see Ve-Vnfm-em.VnfPm.03 in [10]).

REQ-NFV_PM_Ve-Vnfm-em-FUN-6
The Ve-Vnfm-em reference point shall have the capability allowing EM to suspend a PM job. 

REQ-NFV_PM_Ve-Vnfm-em-FUN-7
The Ve-Vnfm-em reference point shall have the capability allowing EM to resume a PM job that was previously suspended.
REQ-NFV_PM_Ve-Vnfm-em-FUN-8
The Ve-Vnfm-em reference point shall have the capability allowing EM to query the details of one or more PM job(s) (see Ve-Vnfm-em.VnfPm.05 in [10]).

REQ-NFV_PM_Ve-Vnfm-em-FUN-9
The Ve-Vnfm-em reference point shall have the capability allowing VNFM to notify EM about the availability of VNF performance information related to VR (see Ve-Vnfm-em.VnfPm.02 in [10]).
REQ-NFV_PM_Ve-Vnfm-em-FUN-10
The Ve-Vnfm-em reference point shall have the capability allowing VNFM to notify EM about a threshold crossing being detected for a VNF performance measurement related to VR (see Ve-Vnfm-em.VnfPm.08 in [10]).
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6.4
Use cases
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6.4.6
Performance measurement notifications

6.4.6.1
VR performance measurements available notification
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable NM to be notified when the VNF performance measurement related to VR file(s) are available. 
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, EM, VNFM, VIM
	

	Assumptions
	
	

	Pre-conditions
	VNFM/VIM have been set up to collect VNF performance measurement related to VR.
	

	Begins when 
	The VNF performance measurements related to VR for a VNF, are available at VNFM.
	

	Step 1 (M)
	VNFM notifies EM the availability of the VNF performance measurements related to VR files for a particular VNF identified by the object instance ID (see clause 7.6.5 [10]).
	

	Step 2 (M)
	EM notifies NM the availability of the VNF performance measurements related to VR files for a particular VNF (see clause 8.1 [9]).
	

	Ends when (*)
	NM receives the notification.
	

	Exceptions
	
	

	Post-conditions
	The NM is notified.
	

	Traceability (*)
	REQ-NFV_PM_Ve-Vnfm-em-FUN-9, REQ-NFV_PM_Ve-Vnfm-em-FUN-4
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6.4.6.2
VR performance measurement threshold crossing notification
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable EM to notify NM when EM receives the notification of VNF performance measurement related to VR threshold crossing from VNFM. 
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, EM, VNFM, VIM
	

	Assumptions
	NM is a subscriber for receiving alarm notification from EM.
	

	Pre-conditions
	Threshold has been created to monitor the VNF performance measurement related to VR.
	

	Begins when 
	VNFM detects that the VNF performance measurements related to VR has crossed the threshold.
	

	Step 1 (M)
	VNFM notifies EM that a threshold has been crossed on a VNF PM data related to VR performance measurement (see clause 7.6.5 [10]).
	

	Step 2 (M)
	EM determines to generate a performance alarm, by adding the VNF related VR performance alarm into its Alarm List, and sending a VNF related VR performance alarm notification to NM.
	

	Ends when (*)
	NM receives the notification.
	

	Exceptions
	
	

	Post-conditions
	NM is notified.
	

	Traceability (*)
	REQ-NFV_PM_Ve-Vnfm-em-FUN-10, REQ-NFV_PM_Ve-Vnfm-em-FUN-4
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