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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale

This is the pCR to add the UC on trace for a network slice instance. 
3
Proposal
	1st Modified Section


5.x
Trace for a network slice instance
5.x.1
Pre-conditions
Operator wants to trace the subscriber or equipment for a network slice instance. 
5.x.2
Description
Each network slice instance offers specific communication services to the end users. End users may get difference experience from the services supported by different network slice instances. End users may not be satisfied by a service supported by a specific network slice instance, thus operator needs to be able to find out the reason that the network slice instance did not meet the end user’s expectations. Trace can be one way to support this purpose. The following lists the enhancements on Trace to support network slicing:
· In the Trace Session activation request, the network slice instance (e.g., by network slice instance id) for which the subscriber or equirement is traced is indicated (e.g., by the trace control and configuration parameters). This is applicable for both management activation and signalling activation;
· NF includes the identifier of network slice instance for which the subscriber or equirement is traced when propagating the trace parameters to another NF;
· When the trigger event occurs, NF records the trace data for the subscriber and equipment served by the indicated network slice instance;
· NF sends the trace data for the indicated network slice instance to TCE (Trace Collection Entity) directly or indirectly via EM
5.x.3
Post-conditions
The subscriber or equipment has been traced for a network slice instance.
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6.x
Requirements for trace for network slice 
REQ-NSM_TRACE-CON-01
It shall be possible to activate a Trace Session to trace the subscriber or equipment for a specific network slice instance, by both management activation and signaling activation.
REQ-NSM_TRACE-CON-02
The NF of a network slice instance shall be possible to record and report the trace data for a specific network slice instance.
