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Rationale

Add text to the empty section 4.5.8
Notify operation for management changes in NSDs.
4
Detailed proposal

	1st modified section


4.5.8
Notify operation for management changes in NSDs

The Figure 4.5.8-1 depicts a procedure of delivery of NSD change notifications.
1. 
NFVO sends Notify message to NM according to 7.2.13 [5]. This operation distributes to subscribers the notifications related to NSD Management changes. In order to receive notifications, the consumer (NM) has to perform an explicit Subscribe operation beforehand.
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Figure 4.5.8-1: Procedure for the Notify operation for NSD change notifications
The following notifications can be sent by this operation:

•
NsdOnBoardingNotification. See clause 8.2.6 [5].
The notification contains the following parameters:

- 
nsdInfoId: Identifier of the on-boarded instance of the NSD

-
nsdId: Identifies the NSD being on-boarded.
•
NsdChangeNotification. See clause 8.2.7 [5].
The notification contains the following parameters:

-
nsdInfoId:
Identifier of the on-boarded instance of the NSD.

-
changeType:
It categorizes the type of change. Possible values can be "change of operational state of an on-boarded NSD", "NSD in deletion pending", and "deletion of an NSD".

-
operationalState:
New operational state of the NSD. Only present when changeType is "change of operational state".

-
deletionPending:
Indicates if the deletion of the NSD instance has been requested but the NSD still being used by instantiated NSs. Only present when changeType is "NSD in deletion pending".
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