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1
Decision/action requested

It is asked the group to discuss and approve this proposal.
2
References

 [1]
3GPP TS 28.525 “Telecommunication management Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”.
3
Rationale

In clause 6.4.1.1 of [1], a use case on VNF identifier creation through Ve-Vnfm-em is described and the corresponding requirement could be found as:

REQ-NFV_LCM_Ve-Vnfm-em-Fun-9
The Ve-Vnfm-em reference point shall support a capability allowing EM to request VNFM to create the VNF identifier (see requirement Ve-Vnfm-em.VnfLcm.00y1 in [8]).

The procedure of VNF identifier creation is elaborated in this contribution.
4
Detailed proposal

It is proposed to make the following changes to TS 28.526 [1]. 
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4.2.1
VNF Identifier creation

Figure 4.2.1-1 depicts the procedure of VNF instance identifier creation initiated through Ve-Vnfm-em reference point (see clause 7.2.2 of GS NFV-IFA008 [4])

1. EM sends to VNFM a CreateVnfIdentifierRequest with parameter vnfdId, vnfInstanceName and vnfInstanceDescription to create a VNF instance identifier (vnfInstanceId) and an associated instance of an NsInfo information element (see clause 7.2.2.2 of GS NFV-IFA008 [4]).

2. VNFM sends to EM a CreateVnfIdentifierResponse with parameter vnfInstanceId identifying the instance identifier of the VNF has been created (see clause 7.2.2.3 of GS NFV-IFA008 [4]). 

3. VNFM sends to EM a Notify (see clause 7.3.3 of GS NFV-IFA008 [4]) carrying VnfIdentifierCreationNotification information element with attribute vnfInstanceId to indicate the VNF instance identifier creation (see clause 9.5.7 of GS NFV-IFA008 [4]).
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Figure 4.2.1-1
Procedures of VNF identifier creation
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