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1
Decision/action requested

Group is reqested to approve proposed changes
2
References

[1]
3GPP TS 28.525 "Life Cycle Management (LCM) for mobile networks that include virtualized network functions"
3
Rationale

The requirement REQ-NFV_LCM_Itf-N-FUN-6 describes IRPAgent capability allowing IRPManager to request enabling/disabling the auto-scaling of the VNF instance(s) corresponding to an NE. However, current agreements in 3GPP SA5 state that threre will be no new LCM IRP on the 3GPP Itf-N.
The existing use case in clause 5.4.3 [1] does not rely on communication over Itf-N and traces to requirements REQ-NFV_LCM-CON-13 and REQ-NFV_LCM-CON-5. There is no agreed use cases in TS 28.525 [1] justifying the requirement REQ-NFV_LCM_Itf-N-FUN-6.
Present contribution removes unnecessary requirement REQ-NFV_LCM_Itf-N-FUN-6.
4
Detailed proposal

	1st Modified Section


6.1.1
Requirements for Itf-N

REQ-NFV_LCM_Itf-N-FUN-1
IRPAgent shall support a capability allowing IRPManager to request VNF instantiation.

REQ-NFV_LCM_Itf-N-FUN-2
IRPAgent shall support a capability to inform IRPManager the result of VNF instantiation.

REQ-NFV_LCM_Itf-N-FUN-3
IRPAgent shall support a capability allowing IRPManager to request VNF termination.

REQ-NFV_LCM_Itf-N-FUN-4
IRPAgent shall support a capability to inform IRPManager the result of VNF termination.
REQ-NFV_LCM_Itf-N-FUN-5
IRPAgent shall support a capability allowing IRPManager to change the capacity of virtualized NE.


	End of modifications


