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1
Decision/action requested

Group is reqested to approve proposed changes
2
References

[1]
3GPP TS 28.525 "Life Cycle Management (LCM) for mobile networks that include virtualized network functions"
3
Rationale

Present contribution adds missing procedure in clause 4.4.7 (corresponding to the Use Case 6.4.3.12 in [1]).
4
Detailed proposal

	1st Modified Section


4.4.7
Create NS Instance identifier 

Figure 4.4.7-1 depicts a procedure for creation of an NS instance identifier, and an associated instance of an NsInfo information element, identified by that identifier, in the NOT_INSTANTIATED state without instantiating the NS or doing any additional lifecycle operation(s). It allows the immediate return of an NS instance identifier that can be used in subsequent lifecycle operations, such as the Instantiate NS operation (see NS state model in clause D.3 [5]).
1.  NM sends CreateNsIdentifierRequest to NFVO with nsdId parameter referencing the NSD used to create this NS instance, nsName parameter providing human readable name of the NS instance and nsDescription parameter providing human readable description of the NS instance (see clause 7.3.2 [5]).

2.
NFVO sends CreateNsIdentifierResponse to NM with the nsInstanceId identifier of the instance of a NS that has been created (see clause 7.3.2.4 [5]).
3.
NFVO sends to subscribers a Notify (see clause 7.4.3 [5]) carrying NsIdentifierCreationNotification information element with attribute nsInstanceId to indicate the NS instance idenfier creation (see clause 8.3.2.9 [5]).
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Figure 4.4.7-1: Create NS Instance identifier procedure
	End of modifications


