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1
Decision/action requested

Agree with the proposed modifications
2
References

[1]

3GPP TS 28.511 V0.6.0
3
Rationale

Last meeting, the group agreed to extend the existing IOC ManagedFunction to support VNF management, thus no new NRM definition is needed in TS 28.512. So it is proposed to reorganize clause 6.
4
Detailed proposal

	First change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]
3GPP TS 28.622: "Telecommunication management; Generic Network Resource Model (NRM); Integration Reference Point (IRP); Information Service (IS)".
 [y]
3GPP TS 28.708: "Telecommunication management; Evolved Packet Core (EPC); Network Resource Model (NRM); Integration Reference Point (IRP); Information Service (IS)".
[z]
3GPP TS 28.705: "Telecommunication management; IP Multimedia Subsystem (IMS); Network Resource Model (NRM); Integration Reference Point (IRP); Information Service (I S)".
	Next change


5
Information Model Definition
5.1
Itf-N
For Itf-N  configuration management of virtualized network functions which can be part of EPC or IMS, the IOCs defined in3GPP TS 28.622 [x], 28.708[y] and 28.705[z] shall be reused.
In 3GPP TS 28.622 [x], a new attribute vnfInstanceIdList is added in the IOC ManagedFunction (see clause 4.3.4 in [x]) to support the configuration management of virtualized network functions which can be part of EPC or IMS.




	Next change


6
Interface Definition

6.1
Itf-N

Editor’s note: this clause will contain the description about CM interface IRP over Itf-N.
6.2
CM interface over Os-Ma-nfvo
Editor’s note: this clause will contain the description about CM interface over Os-Ma-nfvo reference point.
6.3
CM interface over Ve-Vnfm-em
Editor’s note: this clause will contain the description about CM interface over Ve-Vnfm-em reference point.

6.4
CM interface over Ve-Vnfm-vnf

Editor’s note: this clause will contain the description about CM interface over Ve-Vnfm-vnf reference point.

	End of change


