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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References

[1]
Draft TR 28.801: "Study on management and orchestration of network slicing for next generation network v1.0.0".
3
Rationale

The section 5.13 in TR 28.801 [1] describes the use case for deactivation of a NSI to provide telecommunication service.

The section 5.22 in TR 28.801 [1] describes the use case for deactivation of a NSSI.

This contribution proposes to add a potential solution for NSI deactivation, which includes NSSI deactivation.
4
Detailed proposal

It is proposed to make the following changes to TR 28.801 [1].
	Start of changes


7.X.2
NSI deactivation
1.
The NSMF receives a NSI deactivation request or the NSMF decides to deactivate a NSI based on a pre-defined policy. 

2.
The NSMF identifies the corresponding NSSIs to be deactivated. For the NSSIs which is associated with other NSIs shall not be deactivated.

3.
For the NSSIs to be deactivated, the NSMF sends NSSI deactivation request to corresponding NSSMF. 
4.
The NSSMF deactivates the NSSI through deactivating all necessary constituents and notifies the NSMF after the NSSI is deactivated.
5.
When all the NSSIs need to be deactivated are in inactive state, the NSMF changes the NSI in inactive state.

6.
The NSMF notifies the CSMF the NSI is deactivated and can't provide the intended communication service.
	End of changes


