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	First change


6.2.1.1
Debit / Reserve Units Request message

Table 6.2.1.1.1 illustrates the basic structure of a Debit / Reserve Units Request message from the CTF in MRFC and AS and the IMS-GWF as used for IMS online charging.

Table 6.2.1.1.1: Debit / Reserve Units Request message contents

	Information Element
	Category
	Description

	Session Identifier
	M
	Described in TS 32.299 [50]

	Originator Host
	M
	Described in TS 32.299 [50]

	Originator Domain
	M
	Described in TS 32.299 [50]

	Destination Domain
	M
	Described in TS 32.299 [50]

	Operation Identifier
	M
	Described in TS 32.299 [50]

	Operation Token
	M
	Described in TS 32.299 [50]

	Operation Type
	M
	Described in TS 32.299 [50]

	Operation Number
	M
	Described in TS 32.299 [50]

	Destination Host
	OC
	Described in TS 32.299 [50]

	User Name
	OC
	The field contains the Private User Identity TS 23.228 [201]

	Origination State
	OC
	Described in TS 32.299 [50]

	Origination Timestamp
	OC
	Described in TS 32.299 [50]

	Subscriber Identifier
	OM
	This field contains the identification of the mobile subscriber (i.e. MSISDN or SIP-URI) that uses the requested service.

	Termination Cause
	OC
	Described in TS 32.299 [50]

	Requested Action
	OC
	Described in TS 32.299 [50]

	Multiple Operation
	OM
	Described in TS 32.299 [50]

	Multiple Unit Operation
	OC
	Described in TS 32.299 [50]

	Subscriber Equipment Number
	OC
	Described in TS 32.299 [50]
Contains the identification of the terminal, IMEI stored as IMEISV type and in UTF-8 encoded decimal

	Proxy Information
	OC
	Described in TS 32.299 [50]

	Route Information
	OC
	Described in TS 32.299 [50]

	Service Information
	OM
	This field holts additional 3GPP service specific parameter:

- IMS Information,

- PS Information


	Second change


6.3.1.1
IMS charging information assignment for Service Information

The components in the Service Information that are use for IMS charging can be found in Table 6.3.1.1.1. 

Table 6.3.1.1.1: Service Information used for IMS charging

	Information Element
	Category
	Description
	Provided 

by IMS NE

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For IMS Charging the IMS Information is used.
	All

	
Subscriber Identifier
	OM
	Described in TS 32.299 [50] and contains the Private User Identity and / or Public User Identity/Identities, if offline charging applies.
	Not in I-CSCF, nor MGCF,

nor BGCF

	
IMS Information
	OM
	This is a structured field and holds the IMS specific parameters. The details are defined in clause 6.3.1.2.
	All

	
PS Information
	OC
	This is a structured field and holds PS specific parameters. The complete structure is defined in TS 32.251 [11].
	All

	
GGSN Address
	OC
	This field holds the IP-address of the GGSN that generated the GPRS Charging ID, as described in [1]. 
	Not in I-CSCF 
nor MGCF

nor BGCF

nor IBCF

	User Location Info
	OC
	This field contains the network provided location information for 3GPP accesses, if available.
	Not in MGCF

nor BGCF 

nor TF

	MS Time Zone
	OC
	This field indicates the offset between universal time and local time in steps of 15 minutes of where the MS currently resides.
	Not in MGCF
nor BGCF 
nor TF

	Subscriber Equipment Number
	OC
	This field contains the identification of the mobile device (i.e. IMEI) that the subscriber is using. Note: In TS 32.251 [11], this is identified as User Equipment Info within PS Information.
	P-CSCF, S-CSCF, AS

	VCS Information
	OC
	This is a structured field and holds VCS specific parameters. The complete structure is defined in TS 32.276 [36].
	MGCF, AS

	ISUP Cause
	OC
	This indicates the reason the call was released.
	MGCF

	VLR Number
	OC
	This identifies the international E.164 address of the VLR serving the user.
	AS

	MSC Address
	OC
	This identifies the international E.164 address of the MSC that generated the network call reference number.
	AS
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