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Decision/action requested

The group is asked to approve proposed changes.
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Rationale

The use case for network slice creation in clause 5.7 (draft TR 28.801 [1]) differentiates network slice creation corresponding to "Group A" and "Groups B / C" documented in annex D of TR 23.799 [2]. The "Group A" has not been selected for Release-15 according to the conclusion #6 in clause 8.1 of TR 23.799 [2].
It is proposed to generalize the text of the use case by removing references to slices corresponding to "Group A".
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Detailed proposal
	1st Modified Section


5.7
Network slice creation
5.7.1
Pre-conditions
The operator wants a NSI which includes CN (Core Network) part and RAN part. 
NOTE: The use case do not make any assumption on any potential RAN internal slicing. 
5.7.2
Description 
In some case, a network slice which includes CN part and RAN part is needed. Both CN part and RAN part of network slice can be shared by different NSIs.

Operator wants a NSI to support customer service.

The main aspects of management to support network slice creation includes:

· The NSMF determines to reuse an existing NSI or create a new NSI. If an existing NSI can be reused, the operator may reconfigure the existing NSI. If no existing NSI is available, the NSMF will determine to create a new NSI and the following steps is included.
NOTE: two scenarios for reusing an existing NSI:
· An existing NSI which is used to support other customer services currently may be shared for the requested customer service.

· An existing NSI which is not used to support any customer service currently (e.g. retained previously) may be used for the requested customer service.
· The NSMF determines the CN part-related requirements and RAN part-related requirements based on customer requirements.

· For the CN part-related requirements, the NSMF determines to utilize the new or existing CN NFs. 
· For the RAN part-related requirements, the NSMF determines to utilize existing RAN NEs or new RAN NEs. 
5.7.3
Post-conditions
A NSI which includes CN part and RAN part is created.
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