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1
Decision/action requested

Add this use case to TR 28.801.
2
References

3
Rationale

When ordering customized service for a specific business scenario, the customer input some service level requirements and request the operator to design an end-to-end dedicated network with guaranteed quality of service. And different kind of SLAs will be signed between operator and customer. In order to achieve the requirements that customer proposed, and network slice management system should also have the capability to monitor the current performance in different NSSI and guarantee end-to-end quality of service.
This contribution proposes the use case for providing network slice service with gurtanteed quality of service. 
4
Detailed proposal

It is proposed to make the following changes to TR 28.801.
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4
Use Cases

4.X
Providing network slice service with guaranteed quality of performance
4.X.1
Pre-conditions
The customer has different type of business services which can be served by network operater with customized network slice instance.

The operator has the capability to compose and create different kind of network functions into different isolated network slice instances to serve different service requirements.

4.X.2
Description
The customer inputs a set of service requirements (e.g. business scenario, isolation, throughput, latency, converage, etc.) to the operator. 

Network operator provides a customized end-to-end network slice instance as a service which can serve customer’s requirements and and sign a SLA with the customer. 

After activation the network slice instance, the network slice management system will expose part of the service-related performance data to the customer. If current performance can not meet the SLA, some actions (e.g. scale in/out, modification, etc) is executed to guarantee end-to-end performance of the network slice instance.
4.X.3
Post-conditions
A performance-guaranteed network slice instance is operated by the network operator to serve customer’s specifc service requirement.
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