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1
Decision/action requested

The group is asked to discuss and approve the contribution.
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3
Rationale

At the last meeting the use case for changing capacity of a NSSI was discussed and agreed in sub clause 5.20.

The sub clause has been updated to reflect the change capacity for a shared NSSI
4
Detailed proposal

It is proposed to make the following changes to TR 28.801[1].
	1st proposed change


5
Use cases

5.20
Changing capacity of a NSSI

5.20.1
Pre-condition

The NSMF and NSSMF are operational. The NSSI is handling traffic

5.20.2
Description

The NSMF determines if the capacity of a NSSI needs to be increased or decreased. The NSMF requests the NSSMF to increase or decrease the capacity of the NSSI. 

In case of increasing the NSSI capacity the NSSMF may decide to increase the capacity of the NSSI constituents or adding new constituents to the NSSI. When adding new constituents to the NSSI the NSSMF may need to re-configure the added constituents.  

In case of decreasing the capacity of the NSSI the NSSMF may decide to decrease the capacity of the NSSI constituents or by removing constituents from the NSSI. In case of removing constituents from the NSSI the NSSMF may need to re-configure the remaining constituents. 

In case a shared NSSI is managed by a different NSSMF(s) the orchestrating NSSMF requests the peer NSSMF to change capacity of the shared NSSI. After changing the capacity, the peer NSSMF informs the orchestrating NSSMF. 

5.20.3
Post-condition

The capacity of a NSSI has been changed.
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6
Potential Requirements

REQ-SLM -CON-x The orchestrating NSSMF shall be able to request a peer NSSMF to change the capacity of an NSSI.
REQ-SLM -CON-x The peer NSSMF shall be able to inform the orchestrating NSSMF that the capacity of the NSSI has been changed.
	End


