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1
Decision/action requested

The group is asked to discuss and approve the contribution.
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3
Rationale

This contribution updates the modify use case description to include the scenario where the orchestrating NSSMF has to modify a NSSI that of is managed by a peer NSSMF.  The orchestrating NSSMF can request the peer NSSMF to modify the NSSI that is managed by the peer NSSMF. 

4
Detailed proposal

It is proposed to make the following changes to TR 28.801[1].
	1st proposed change


5
Use cases

5.27
Modification of a NSSI

5.27.1
Pre-condition

The NSMF and NSSMF are operational. The NSI is in run-time phase. The NSMF requires the modification of a NSSI. The change of the capability in the NSI is within the existing network slice definitions as defined in the NST. 

5.27.2
Description

The NSSMF modifies the constituents of the NSSI. The NSSMF receives and analyses the modification request from the NSMF. The NSSMF determines which of the constituents needs to be modified. 
In the case a NSSI is shared with other NSSI(s) the NSSMF determines whether the modification of the NSSI may impact the shared constituents.  
· If there is no impact the NSSMF modifies the shared constituents of the NSSI where needed. 

· If there is impact, the NSSMF may not modify the shared constituents or may decide to create new or remove existing constituents for the NSSI being modified in order to satisfy the modification request. The newly created constituents are added to the NSSI being modified or existing constituents are removed from the NSSI being modified.
In case a NSSI is shared with other NSSI(s) and the NSSMF of the shared NSSI is not the same as the NSSMF of the the other NSSI(s), the orchestrating NSSMF requests the peer NSSMF to modify the shared NSSI. After modification the peer NSSMF informs the orchestrating NSSMF. 

5.27.3
Post-condition

The NSSI has been modified and the NSMF has been informed.

	1st proposed change


6
Potential Requirements

REQ-SLM -CON-x The orchestrating NSSMF shall be able to request a peer NSSMF to modify an NSSI.
REQ-SLM -CON-y The peer NSSMF shall be able to inform the orchestrating NSSMF that an NSSI is modified.

	End


