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Decision/action requested

The group is asked to approve proposed changes.
2
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3GPP TR 23.799 v.14.0.0 "Study on Architecture for Next Generation System"
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Rationale

The use cases in clause 5.4 and 5.5 (draft TR 28.801 [1]) emphasize alignment to specific options documented in annex D of TR 23.799 [2]. From OAM perspective, it's more appropriate to document generic use cases satisfying all architectural options.
It is proposed to to generalize the text of the use case.

4
Detailed proposal
	1st Modified Section


5.4
Modifying a NSI with common and slice specific network functions
5.4.1
Pre-conditions
The operator wants to modify an existing NSI that is composed of network functions that are common to multiple NSIs and specific to the NSI. 

5.4.2
Description 
Operator determines whether the common or specific network functions of the NSI need to be modified.  

· The operator may decide that for modification of the NSI it is enough to modify the identified slice specific network functions. Otherwise the operator may decide to create new slice specific network functions in order to satisfy the network slice modification needs and then delete the obsolete slice specific network functions which are replaced by the newly created slice specific network functions.
· If the operator wants to modify the common network functions, the operator checks whether the modification of common network functions may impact other NSIs and takes appropriate actions outlined below: 
· If there is no anticipated impact then the operator updates the common network function where needed. If the modification of the common network functions is not applicable then the operator may decide to create new common network functions in order to satisfy the modification needs.

· If there is impact, the operator may not perform the modification of common network functions or may decide to create new network functions only for the NSI being modified in order to satisfy the modification needs and avoid the impact on other NSIs. The newly created network functions only belong to the NSI being modified until being shared with other NSIs by configuration.
5.4.3
Post-conditions
A NSI that is composed of common and slice specific network functions is modified by the operator without negatively impacting the other NSIs.    

5.5
Terminating a NSI with common and slice specific network functions
5.5.1
Pre-conditions
No service is provided any more by the NSI to be terminated.


5.5.2
Description 
Operator terminates an existing NSI. If the NSI to be terminated depends on common network functions which are used by multiple NSIs, the common network functions may need to be re-configured, the network slice specific network functions may be terminated. The relation between the common network functions and the NSI being terminated needs to be released.
5.5.3
Post-conditions
The no longer needed NSI is terminated.  

	End of modifications


