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1
Decision/action requested

The group is requested to approve the proposed changes.
2
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3
Rationale

Considering the high-level mapping (between 3GPP and ETSI NFV Stage 2 specifications) approach used in TS 28.527 [1] and progress of ETSI NFV SOL WG with definition of Stage 3 specifications for Ve-Vnfm [3] and Os-Ma-nfvo [4] reference points, we propose to document the Stage 3 mapping according to the detailed proposal section of the present pCR.
4
Detailed proposal

	1st Modified Section
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4
Data model and interface definitions

4.1
Os-Ma-nfvo
For Os-Ma-nfvo NSD management, the following shall be used:

-
the RESTful API URI structure and supported content formats specified in clause 4.2 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common procedures specified in clause 4.3 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common data types specified in clause 4.4 of ETSI GS NFV-SOL 005 [y], and

-
the NSD management RESTful API resource structure, methods, resources and data model specified in clause 5 of ETSI GS NFV-SOL 005 [y].
For Os-Ma-nfvo NS lifecycle management, the following shall be used:

-
the RESTful API URI structure and supported content formats specified in clause 4.2 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common procedures specified in clause 4.3 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common data types specified in clause 4.4 of ETSI GS NFV-SOL 005 [y], and

-
the NS LCM RESTful API resource structure, methods, resources and data model specified in clause 6 of ETSI GS NFV-SOL 005 [y].
For Os-Ma-nfvo NS lifecycle change notification, the following shall be used:

-
the RESTful API URI structure and supported content formats specified in clause 4.2 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common procedures specified in clause 4.3 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common data types specified in clause 4.4 of ETSI GS NFV-SOL 005 [y], and

-
the NS lifecycle change notification RESTful API resource structure, methods, resources and data model specified in clause 7 of ETSI GS NFV-SOL 005 [y].

For Os-Ma-nfvo VNF package management, the following shall be used:

-
the RESTful API URI structure and supported content formats specified in clause 4.2 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common procedures specified in clause 4.3 of ETSI GS NFV-SOL 005 [y], and

-
the RESTful API common data types specified in clause 4.4 of ETSI GS NFV-SOL 005 [y], and
-
the VNF package management RESTful API resource structure, methods, resources and data model specified in clause 10 of ETSI GS NFV-SOL 005 [y].
4.2
Ve-Vnfm-em
For Ve-Vnfm-em VNF lifecycle management, the following shall be used:

-
the RESTful API URI structure and supported content formats specified in clause 4.2 of ETSI GS NFV-SOL 002 [x], and
-
the RESTful API common procedures specified in clause 4.3 of ETSI GS NFV-SOL 002 [x], and

-
the RESTful API common data types specified in clause 4.4 of ETSI GS NFV-SOL 002 [x], and

-
the VNF LCM RESTful API resource structure, methods, resources, data model and handling of errors specified in clause 5 of ETSI GS NFV-SOL 002 [x]. 
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