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1
Decision/action requested

Agree with the proposed procedure
2
References

[1]

3GPP TS 28.511 V1.1.0
3
Rationale

This contribution proposes the procedure of enable/disable autoscaling of the corresponding VNF instance(s) for an NE through Itf-N.
4
Detailed proposal

	First change


4.x
Enabling/disabling the auto-scaling initiated through Itf-N
Figure 4.x-a depicts the procedure of enabling/disabling the auto-scaling of the VNF instance(s) corresponding to an NE through Itf-N.
1.  NM sends to EM a setMOAttributes (see clause 7.6.3 in [5]) to EM with the item <vnfInfoList.isAutoScalingEnabled, TRUE/FALSE, replace> in the attribute modificationList for enabling/disabling the auto-scaling.

2.
EM requests VNFM to enable/disable the auto-scaling of the VNF instance(s) (see procedure in clause 4.2.6.1 of [4]).
3.
EM sends a notifyAttributeValueChange [6] to NM to indicate the MO attribute(s) value has been changed..
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Figure 4.x-a: Enabling/disabling the auto-scaling initiated through Itf-N
	End of change


_1550909049.vsd
�

�

�

NM

EM

2. EM requests VNFM to enable/disable the auto-scaling of the VNF instance(s)




