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3
Rationale

Add requirements and solution for collecting E-RAB activity related measurements and E-RAB number separately for eMTC UEs and non-eMTC UEs, per TS 32.425 [3]. The following measurements are considered:

	The measurements
	Reason why the measurement results may be different for eMTC UEs and non-eMTC UEs

	In-session activity time for UE

In-session activity time for E-RABs
	The activity patterns for the two categories of UEs may be quite different. Therefore the corresponding measurement results may be significantly different as well.

	E-RAB number
	This measurement provides the average number of simultaneous E-RABs. The measurement is split into subcounters per E-RAB QoS level (QCI). There can be significantly different number of eMTC UEs and non-eMTC UEs in the cell. 


4
Detailed proposal

	1st modified section


5
Potential Requirements

5.Z

Potential Requirements for E-RAB activity related measurements and E-RAB number 
The network management system should be capable of collecting E-RAB Modification related measurements and E-RAB number separately for eMTC UEs and non-eMTC UEs.
	2nd modified section


6
Potential Solutions


6.N

Solution for E-RAB activity related measurements and E-RAB number 
The network management system should be capable of collecting at least the following E-RAB activity related measurements and E-RAB number defined in the TS 32.425 [2], separately for eMTC UEs and non-eMTC UEs:

-
In-session activity time for UE

-
In-session activity time for E-RABs, per QCI
-
E-RAB number, per QCI
	End of modified sections


