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B.3.3
XML schema "hnsNrm.xsd"
<?xml version="1.1" encoding="UTF-8"?>

<!--

  3GPP TS 28.673 HNS Network Resources IRP

  Bulk CM Configuration data file NRM-specific XML schema

  hnsNrm.xsd

-->

<schema

  targetNamespace=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.676#hnsNrm"

  elementFormDefault="qualified"

  xmlns="http://www.w3.org/2001/XMLSchema"

  xmlns:xn=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"

  xmlns:un=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.673#hnsNrm"

  xmlns:gn=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.656#geranNrm"

  xmlns:sm=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP"

>


<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm" schemaLocation="genericNrm.xsd"/>


<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.656#geranNrm" schemaLocation="geranNrm.xsd"/>


<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP" schemaLocation="stateManagementIRP.xsd"/>

  <!-- HNS Network Resources IRP NRM attribute related XML types -->

  <!-- HNS network Resources IRP NRM class associated XML elements -->

  <element

    name="HNBGWFunction"

    substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass"

  >

    <complexType>

      <complexContent>

        <extension base="xn:NrmClassForManagedFunction">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="hnbgwId" type="string"/>


                  <element name="iPConfigInfo" type="string"/>

                  <element name="maxNbrHNBRegistered" type="integer"/>

                  <element name="maxPacketCapability" type="integer"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

              <element ref="un:IuhSignLinkTp"/>

              <element ref="un:EP_Iuh"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="IuhSignLinkTp">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <element name="farEndEntity" type="string" minOccurs="0"/>

                  <element name="sctpAssocLocalAddr" type="string"/>

                  <element name="sctpAssocRemoteAddr" type="string"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_Iuh">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <element name="farEndEntity" type="string" minOccurs="0"/>

                  <element name="farEndNEIPAddr" type="string" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="HNBProfile">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClassForManagedFunction">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>


                  <element name="configuration" type="string"/>

                  <element name="criterion" type="string" minOccurs="0"/>

                </all>

              </complexType>

            </element>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="HMSFunction">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClassForManagedFunction">

          <sequence>
            <!--
            <element name="attributes" minOccurs="0">

              <complexType>

                <all>


                  Attributes are to be added when defined in the IS
                </all>

              </complexType>

            </element>
            -->
            <choice minOccurs="0" maxOccurs="unbounded">

                 <element ref="xn:VsDataContainer"/>

                 <element ref="un:HNBProfile"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

</schema>
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