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1
Decision/action requested

Include the changes in the TR.
2
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3GPP TS 22.115: " Charging and billing".

[3]
3GPP TS 22.261: "Service requirements for the 5G system;".
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3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
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3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
3
Rationale

Introduce key issue for type of units for rating.
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.899 [1]  
	First change


5.x.1.2
Type of units for rating 
5.x.1.2.1
Description and assumptions
There are several aspects of the interaction between SMF and UPF that will impact the charging. Two main aspects are to with level it will be possible to control and monitor traffic and the other is what information will be available in the SMF for rating purposes. 

The type of units to report traffic on supported by the SMF is currently unspecified but most of the documents seem to assume that the traffic is measured in bytes.
Editor’s note: Further studies on information required for online and offline charging are needed.
5.x.2
Potential requirements
Editor’s note: The type of units for rating corresponding potential requirement is for further study.
5.x.3

Key issues 

5.x.3.1 
Key issue #1: Support of duration
Today there is a possibility to measure data traffic as duration, i.e. converting the bytes per second using the current Quota Consumption Time mechanism. This requires a definition of when the system is considered idle and a monitoring mechanism in the UPF. 
	End of changes


