3GPP TSG SA WG5 (Telecom Management) Meeting #113
S5-17xxxxx
8-12 May 2017, West Palm Beach, Florida (US)
revision of S5-17xabc
Source:
China Mobile
Title:
pCR TR 32.899 Description and potential requirements on 5G QoS
Document for:
Approval
Agenda Item:
7.6.3
1
Decision/action requested

This is a pCR to TR 32.899 introducing initial QoS topic.
2
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3
Rationale

This pCR proposes to introduce initial description and potential requirements for 5G QoS.
4
Detailed proposal
The following changes are proposed to be incorporated into TR 32.899 [1].
	First change


5.x
QoS
5.x.1
Description and assumptions
The 5G QoS model supports a QoS flow based framework. The QoS flow is the finest granularity of QoS differentiation in the PDU session. A QoS Flow ID (QFI) is used to identify a QoS flow in the 5G system which shall be unique within a PDU session. A 5QI is a scalar that is used as a reference to 5G QoS characteristics specified in TS 23.501[5] clause 5.7.4.
Editor's note: Description and assumptions for reflective QoS are FFS.
5.x.2
Potential requirements 
The following should be supported for 5G QoS flow based charging:
-
A 5QI container with one flow
-
A 5QI container with multiple flows
Editor's note: Potential requirements for reflective QoS are FFS.
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