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5.1
Requirements

REQ-NFV_CM-CON-1 EM shall be able to perform necessary virtualized network function configuration due to the VNF lifecycle management from VNFM:

-
Add the VNF as managed node after VNF instantiation.

-
Remove the VNF from managed nodes after VNF termination.

-
Configure the VNF after some VNF LCM operations (i.e. instantiation).

-
Re-configure the VNF after some VNF LCM operations (e.g. scaling, update/upgrade, etc.).

REQ-NFV_CM-CON-2
3GPP management system shall have a capability to create MO(s) corresponding to a VNF instance.

REQ-NFV_CM-CON-3
3GPP management system shall have a capability to configure the MO(s) corresponding to a VNF instance.

REQ-NFV_CM-CON-4
Void
REQ-NFV_CM-CON-5
Void
REQ-NFV_CM-CON-6
Void
REQ-NFV_CM-CON-7
Void
REQ-NFV_CM-CON-8
3GPP management system shall have a capability to delete MOI(s) related to a VNF instance.
REQ-NFV_CM-CON-9
NM shall have a capability retrieving views of virtualized NEs from various management systems (e.g. EM, NFVO).
REQ-NFV_CM-CON-10
3GPP management system shall have a capability to manage bulk creation of MOIs representing NEs whose software components are designed to run on NFVI.
	2nd modified section


6.1.2
Requirements for Os-Ma-nfvo


None.
	3rd modified section


6.1.3
Requirements for Ve-Vnfm-em

None.
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6.4.6
Void
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6.4.7
Void
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6.4.8
Void
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