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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
The UC and requirements on establishing relation between virtualized part and non-virtualized part of gNB has been captured in clause 4.1.1 and 5.1 of the draft TR 32.864, however the potential solutions for this UC are still missing.
3
Proposal
	1st Modified Section


7.x
Potential solutions on Configuration Management
7.x.1
Potential solution on establishing relation between virtualized part and non-virtualized part of a gNB
This clause provides the potential solution to support the Use Case and requirements on establishing relation between virtualized part and non-virtualized part of gNB as described in clause 4.1.1 and 5.1.

NM establishes the relation by 

-
creating the MOI (i.e. the IOC is to be defined in normative phase) for managing the inteface between virtualized part of gNB and non-virtualized part of gNB;


-
configuring the MOI that was created previously to associate with the MOI of non-virtualized part of gNB or the MOI of virtualized part of gNB .
EM configure(s) the virtualized part of gNB and/or non-virtualized part of gNB to establish the relation.
Note: The study is based on the existing NFV management architecture defined in 28.500 (Rel-14). However, the NFV management architecture for NG-RAN that includes VNFs needs to align with 5G network and service management architecture which is not defined yet. Therefore the 5G management entity that plays the role of NM or EM as documented in this TR is to be decided in normative phase when the 5G network and service management architecture is available.
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