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	First change


5.2.1.x
Data Volume Reporting for Secondary RAT usage
5.2.1.x.1
General

Volume reporting for Secondary RAT session is an optional capability in the S-GW and P-GW that provides accounting functionality when a Secondary RAT is used in conjunction with E-UTRAN. This is valid for both HPLMN and VPLMN.

To align with existing per EPS bearer accounting procedures, the following principles are used:

 -
The reporting of Secondary RAT Data Volume is (locally) controlled by the visited network.

 -
The uplink and downlink data volumes for the Secondary RAT are reported (from E-UTRAN to EPC) on a per EPS bearer basis. The report contains NR resources used for transport of user data and indicated separately for uplink and downlink per EPS bearer and per time interval. The measurements reported (from RAN) may be partitioned to indicate usage that occurred before respectively after an absolute time (that occurs while measurement for secondary RAT usage report is ongoing).

EXAMPLE: The RAN is configured to partition reports in usage that occurred before respectively after midnight.

 -
The reporting (performed by E-UTRAN) in association with UE-related control signaling and via standalone reporting is internally triggered by E-UTRAN 

NOTE: 
The timing of these reports is not expected to align with the timing of partial CDR generation. Hence the frequency of the reports might be greater than that of partial CDR generation.
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