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1
Decision/action requested

The group is requested to agree to the proposed changes.
2
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3
Rationale

In order to continue existing subscriber and equipment trace functionality specified in TS 32.421 [2], this contribution proposes to add corresponding use case and requirements for trace management in 5GS.
4
Detailed proposal

It is proposed to make the following changes to TR 28.802 [1].
	1st modified section


5
Business level use cases
5.x
Subscriber and equipment trace management
5.x.1 
Subscriber trace management
5.1.1.1
Goal

The operator gets trace information for the specified subscriber that is using the operator’s mobile network.
5.1.1.2
Pre-conditions
The management system is requested to collect trace information for a particular subscriber with specified subscriber identifier.
5.1.1.3
Steps

1. The management system receive a request to collect trace information for a subscriber with specified subscriber identifier.

2. The management system activates a trace via sending a trace request towards the 5G system, which request the relevant 5G NF to collect trace information on the subscriber.
3. When a trace event on the traced subscriber is detected, the 5G NF generates trace report and sends it to the management system.
4. When the trace is not needed, the management system deactivates the trace via sending a trace deactivation request towards the 5G system.
	End of 1st modified section
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6
Potential requirements

6.x
Requirements on trace management

REQ-TRACE-CON-1: The 3GPP management system shall have a capability to request 5G system to collect trace information on a specified subscriber.
REQ-TRACE-CON-2: The 3GPP management system shall have a capability to request 5G system to collect trace information on a specified equipment.
Note: the solutions to fulfil trace management requirements need cooperation from other relevant 3GPP WGs.
	End of 2nd modified section


