3GPP TSG SA WG5 (Telecom Management) Meeting #116
S5-176075
27 November - 1 December 2017, Reno, US
revision of S5A-17xabc
Source:
Nokia, Nokia Shanghai Bell
Title:
pCR TR 32.899 some final conclusions and recommendations
Document for:
Approval
Agenda Item:
7.5.3
1
Decision/action requested

This is a pCR to TR 32.899 to bring some final conclusions and recommendations
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3
Rationale

This pCR proposes to bring some final conclusions and recommendations.
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.899 [2]  

	First change


6.
Conclusions and Recommendations

6.1
Charging Architecture 
6.1.1
Combined online and offline charging 
It is concluded of the combined online and offline charging per Figure 6.1.1, with CTF is SMF
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Figure 6.1.1: Combined online and offline Charging architecture – CTF in SMF
	Next change


6.2
Conclusion - 5G Charging phase 1 content  
It is concluded on the following to be part of normative phase 1:

-
Session management and service continuity: solutions as per clause 5.1.5.3 conclusion.
-
Interaction between SMF and UPF: solutions as per clause 5.3.x.2 conclusion.
-
Roaming: Home Routed with solution #6.3, with charging architecture clause 5.9 incorporating the additional roaming considerations, as per clause 5.6.x conclusion. 
6.3
Recommendations for next steps 
It is recommended to postpone the following beyond the phase 1: 1:

-
Network Capability Exposure: per clause 5.5.5.2 conclusion.
-
Roaming LBO as per 5.6.x conclusion.
	End of change
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