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1
Decision/action requested

This is a pCR to TR 32.899 proposing the conclusion on the Network Capability Exposure topic.
2
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[3]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2". 

3
Rationale

This pCR updates the topic "Network Capability Exposure" in TR 32.899 Study on Charging Aspects of 5G System Architecture Phase 1. 

4
Detailed proposal 

	First change


5.5.5
Conclusions
5.5.5.1
Charging for network capability exposure Network Capability Exposure
It is concluded on: 

-
Solution#5.1 clause 5.5.4.1 for Key issue #5.1 (Charging for external network capability exposure);
-
Solution#5.3 clause 5.5.4.3 for Key issue #5.1 (Charging for internal network capability exposure);
-
Solution#5.4 clause 5.5.4.4 for Key issue #5.1 (Charging for event exposure with bulk subscription);
The NEF shall host the CTF, having a connection to the Charging System to support the network capability exposure, charging, such as Monitoring capability, Provisioning capability, and Policy/Charging capability exposure. 
NOTE 1: The Normative work will to be completed based on the progress of SA2 TS 23.501[201] and 23.502[202].
5.1.5.2
Exposure of Charging System as network capability
It is concluded on: 

-
Solution#5.2 clause 5.5.4.2 for Key issue #5.2 (Exposure of Charging System as network capability);

Charging system may expose functions (e.g. rating function) to other network functions as a capability. Exposure of information can be used by 3rd party service provider though API.

NOTE 2:
The cooperation with other SDOs is need probably.
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