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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References

[1]
3GPP TS 28.530 v0.3.0 
Management of network slicing in mobile networks; Concepts, use cases and requirements.

3
Rationale

The description of “Network slice as a service” should be improved to clarify the roles that are performed by each of the actors.
4
Detailed proposal

It is proposed to make the following changes to TR 28.530 [1].

	Start of changes


4.7.3
Network slice as a service
Network slice as a service (NSaaS) can be offered by the Network Operator to its customer in the form of a network slice service. In such a case, the Network Operator provides the network slice. The customer plays the role of CSP and could offer their own services (e.g. communication services) on top of the network slice. In this case, the customer has knowledge of the existence of network slices.
The network slice services offered by the Network Operator could be characterized by certain network features, e.g.

- radio access technology,

- bandwidth,

- end-to-end latency,

- reliability,

- guaranteed / non-guaranteed QoS,

- security level, etc.

Depending on service offering, the Network Operator may impose limits on the network slice characteristics that will be exposed to the CSP. In some scenarios, based on requirements from the customer (e.g. other operators), instead of providing a network slice instance, the operator may provide a network slice subnet instance or network slice resources to the customer, to develop network slice (subnet) instance(s).
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