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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
Similarly to LWA, the WLAN mobility set concept also applies to LWIP. With the WLAN mobility set for LWIP, the UE may perform mobility between WLAN APs belonging to the mobility set without informing the eNB.
Network Manager knows the information (e.g., location, capability and capacity) and status (e.g., in service or faulty) of deployed WLAN AP, thus it should allow Network Manager to configure (e.g., add, modify and delete the WLAN AP) the WLAN mobility sets for LWIP.
3
Proposal
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5.2.1.x
Configuration of WLAN mobility sets for LWIP

The use case on configuration of WLAN mobility sets for LWA described in subclause 5.1.1.3 is applicable to configuration of WLAN mobility sets for LWIP, except the WT related procedures and collocated/non-collocated concept do not apply to LWIP.
	Next Modified Section


6.2.1
Configuration Management requirements for LWIP

REQ-CM_LWIP_CON-1 EM should have a capability allowing NM to configure the LWIP related information for an eNB. The LWIP related information includes the IP address of the LWIP-SeGW, and the identifiers (BSSID, HESSID and SSID of WLAN APs for LWIP.
REQ-CM_LWIP_CON-x EM should have a capability allowing NM to create, modify and delete a WLAN mobility set for LWIP for an eNB.

REQ-CM_LWIP_CON-y EM should have a capability allowing NM to add, remove WLAN AP information to/from a WLAN mobility set and modify the WLAN AP information in a WLAN mobility set for LWIP for an eNB.
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