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1
Decision/action requested

To approve the proposed text.
2
References

 [1]
S5-176xx1 Skeleton
3
Rationale

This contribution proposes to add new clauses to the skeleton of the draft TS of Fault Supervision for 5G network and network slicing.
4
Detailed proposal
It is proposed to add following new clauses:

	1st modified section


4
General

4.1
Overview

Editor’s note: This clause includes the general descriptions and concepts of fault supervision for 5G network and network slicing.

5
Specification level requirements

5.1
Use cases

5.2
Requirements
6 Interfaces for provisioning of network slicing
6.1 Operations

Editor’s note: If one existing operation can be reused, then the reference to the reused operation needs to be added in the caluse. If a new operation is needed, then the definition of the new operation should be added in the caluse.
6.2
Notifications

Editor’s note: If one existing notification can be reused, then the reference to the reused notification needs to be added in the caluse. If a new notification is needed, then the definition of the new notification should be added in the caluse.
7
Information Model definitions

Editor’s note: If one existing information entity can be reused, then the reference to the reused information entity needs to be added in the caluse. If a new information entity is needed, then the definition of the new information entity should be added in the caluse.
8
Solution Sets

Editor’s note: If there is any existing solution set which can be reused, the reference to the reused solution set should be added in the clause. If a new solution set is needed, the definition of the new solution set should be added in this clause.

Annex A (normative): Event Types

Editor’s note: If there is any existing event type which can be reused, the reference to the reused event type should be added in the clause. If a new event type is needed, the definition of the new event type should be added in this clause.

Annex B (normative): Probable Causes

Editor’s note: If there is any existing probable cause which can be reused, the reference to the reused probable cause should be added in the clause. If a new probable cause is needed, the definition of the new probable cause should be added in this clause.

	End of modified sections


