3GPP TSG SA WG5 (Telecom Management) Meeting #116
S5-176476
27 November - 1 December 2017, Reno, US
revision of S5-176115
Source:
Huawei
Title:
pCR 28.530 Add use case and requirements on alarm notification of a network slice instance
Document for:
Approval
Agenda Item:
6.4.3
1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TR 28.801 Study on management and orchestration of network slicing for next generation network v15.0.0.
[2]
3GPP TS 28.530 Management of network slicing in mobile networks; concepts, use cases and requirements v0.3.0.
3
Rationale

In TR 28.801 [1], clause 5.1.2 describes the use case related to fault management of a network slice instance, and clause 7.4 describes a potential solution for managing faults of a network slice instance.
This contribution is proposed to add use case and requirements for the alarm notification of a network slice instance.
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.530 [2].
	1st change


5
Business level requirements

5.1
Requirements

5.1.2
Network slicing management

REQ-NSM -CON-01
The 3GPP management system shall have the capability to create a new or reuse a managed network slice instance according to the communication service requirements. 
REQ-NSM-CON-02
The 3GPP management system shall be able to satisfy a request to create a network slice instance. 

REQ-NSM -CON-03
The 3GPP management system shall have the capability to monitor the network slice related data and provide the agreed data to an authorized consumer. 
REQ-NSM-CON-04
The 3GPP management system shall be able to satisfy a request to create a network slice subnet instance.

REQ-NSM-CON-x

The 3GPP management system shall be able to report fault management data of a network slice instance.
	2nd change


5.4
High-level use cases

5.4.X
Report fault management data of a network slice instance
	Use case stage
	Evolution/Specification

	<<Uses>>
Related use

	Goal 
	To report fault management data of a network slice instance to the NOP.
	

	Actors and Roles
	Network Operator (NOP)

	

	Telecom resources
	3GPP management system
	

	Assumptions
	N/A
	

	Pre-conditions
	An NSI is created.
	

	Begins when 
	The 3GPP management system detects a fault on the NSI that needs NOP intervention.
	

	
	
	

	Step 1 (M)
	The 3GPP management system generates fault management data of the NSIand reports the fault management data to the NOP.
	

	Step 2 (M)
	When the fault is recovered, the 3GPP management system updates the fault management data of the NSI to the NOP.
	

	Ends when
	The NOP has the fault management data of NSI.
	

	Exceptions
	In case any of the mandatory steps fail the use case fails.
	

	Post-conditions
	N/A 
	

	Traceability
	REQ-NSM-CON-x 
	


	End of changes


