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1
Decision/action requested

The group is asked to discuss and approve with the proposal.
2
References

[1]
3GPP TR 32.864 v.1.1.1: "Study on management aspects of virtualized network functions that are part of the New Radio (NR)".
2
Rationale
The following lists the comments received from Edithelp:

1. The paragraph below clause 7.1.1 should have clause number, so it can be referenced.

It is noticed that this paragraph is not required for the solutions under clause 7.1.1. So, it can be removed.

2. Reference to “4.2.x” in Clause 7.1.3.1, 7.1.4, and 7.1.7 should be fixed. 

This pCR proposes changes to [1] to address Edithelp’s comments.
3
Proposal
	1st Modification


7
Potential solutions  

7.1
Potential solutions on Lifecycle Management

7.1.1
Potential solutions on instantiation of virtualized part of a gNB

7.1.1.0
General
The potential solutions reuse the existing VNF instantiation mechanisms. The virtualized part of a gNB can be instantiated via Instantiate NS or Update NS operations (see clause 7.3.1 [3]).

7.1.1.1
Instantiating the virtualized part of gNB by instantiating a new NS
	Next Modification


7.1.3
Potential solution for updating transport network requirements
7.1.3.1
Potential solution for updating latency and bandwidth requirements

This clause provides the potential solution to support the Use Case and requirements on update of transport network requirements as described in clause 4.2.3, clause 4.2.7 and 5.2.

This solution is applicable to the case that both the latency and bandwidth requirements are updated.

	Next Modification


7.1.4

Potential solution for providing location of non-virtualized part of gNB to NFVO

This clause provides the potential solution to support the Use Case and requirements on providing geographical location of non-virtualized part of gNB to NFVO, as described in clause 4.2.11 and 5.2. 

The solution can be realized by reusing the existing On-board PNFD operation or existing Update PNFD operation:
	Next Modification


7.1.7
Potential solution for adding VNFFGs for connecting virtualized part of gNB to AMF

This clause provides the potential solution to support the Use Case and requirements on adding VNFFGs for connecting the virtualized part of gNB to AMFF, as described in clause 4.2.8 and 5.2.

It is assumed that the NS has been instantiated and the VNFFGs connecting the virtualized part of gNB and 5GC nodes (AMF) are missing. The NSD (see clause 6.2.2.2 in GS NFV-IFA 014 [5]) has been updated with the vnffgd and nsDf for the interface between virtualized part of gNB and AMF.
	End of Modification


