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1
Decision/action requested

This is a pCR to TR 32.899 proposing the suggestion on the conclusion and Recommendations topic.
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3
Rationale

This pCR updates the topic "Conclusions and Recommendations" in TR 32.899 Study on Charging Aspects of 5G System Architecture Phase 1. 

4
Detailed proposal 

	First change


16.
Conclusions and Recommendations

6.1
Charging Architecture 

The SMF hosts the CTF to interwork with Charging Server.
	Next change


Annex A:
Impacts to Specifications

A.1
New specifications

Table A.1-1 identifies the new specifications that are required to define the SA5 Charging aspects of the 5G System.

Table A.1-1: New specifications for the SA5 Charging aspects of the 5G System

	Type
	Series
	Title
	Scope

	TS
	32.xxx
	Packet Switched (PS) domain charging for 5G
	Charing requirement, charging principles and scenarios, charging gneneral message flow, independed on the charging protocol 

	TS
	32.xxx
	Service Based Interface for Charging 
	Define the Nch interface between SMF and charging system.


A.2
Impacted existing specifications

Table A.2-1 identifies the impacted existing specifications that are required to define the SA5 Charging aspects of the 5G System.

Table A.2-1: Impacted existing specifications for the SA5 Charging aspects of the 5G System

	Type
	Series
	Title
	Brief description of the impacts

	TS
	32.240
	Charging architecture and principles
	Charging architecture evaluation for 5G System.(combined online and offline charging system)


	End of change


